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SECTION 1. MATERIAL IDENTIFICATION

Trade/Material Name: LOVING LATHER®

Product Code: C118

Chemical Family: High Grade Surfactant/Emaollient Blend Manufacturer: Care-Tech® Laboratories, Inc.
Formula: Proprietary Formulation Division of Consolidated Chemical, Inc.
Chemical Name and Synonyms: N/A

3224 South Kingshighway Boulevard
Saint Louis, Missouri 63139
314-772-4610 - 800-325-9681

SECTION III. PHYSICAL DATA

Appearance and Odor: Peach Colored Creamy Liquid, Apricot Fragrance Vapor Density (air = 1): NIA
Boiling point: 100°C/212°F Evaporation Rate (H20=1): 1
Vapor pressure: N/A Specific gravity (HpO0=1): 1.015
Water solubility (%): 100% % volatile by Volume: 80%
SECTION IV. FIRE AND EXPLOSION DATA

Flash point (method}: N/A Limits: LEL%: N/A UEL%: N/A

SECTION V. REACTIVITY DATA

Stability: Stable Product Incompatibility (materials to avoid): None

Hazardous Polymerization: Will Not Oceur Hazardous Decomposition Products:  Will Not Occur

SECTION VI. HEALTH HAZARD INFORMATION

Summary of Risks: None - No contraindications in labeled usage.

Effects of overexposure: Moderate eye irmitant (Jiquid surfactant).

Emergency and First Aid Procedures: In case of eye contact, flush with water. Non-toxic if ingested, Care-Tech does not utilize sodium chloride or
fillers in the production of Loving Lather. This product aids in resolving skin breakdown in the geriatric patient.

SECTION VII. SPILL, LEAK, AND DISPOSAL PROCEDURES

Spill/Leak procedures: Flush to sewer.
Waste management/Disposal: Dispose in the normal manner.

SECTION VIII. SPECIAL PROTECTION INFORMATION

Personal protective equipment: None required.
Respirator: None required.

SECTION IX. SPECIAL PRECAUTIONS
Special Handling/storage: Store al room temperature. Avoid freezing conditions.
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